ELECTRIC THERMOSTATS

REMANUFACTURED REPLACEMENTS FOR ROBERTSHAW EA, K & S SERIES

ORDER GUIDE

FIG.. 3

11. ELECTRICAL TERMINALS
SCREW OR QUICK CONNECT

il W 13. AUXILIARY

/ SWITCH

4. MOUNTING DIMENSION

6. BULB DIAMETER,

1. FACTORY LENGTH, AND FINISH
MODEL TYPE 3‘ BN;&%:ETG
az 9. STEM LENGTH 10. STEM FLAT
&8s
/ & T &
1. O.EM. l | |
NUMBER
7. STUFFING
BOX
5. CAPILLARY
L J LENGTH 8. PANEL NUT

1. FACTORY MODEL OR O.E.M. PART NUMBER. 7. STUFFING BOX 3/8" OR 1/4" PIPE.
2. TEMPERATURE RANGE OR FIXED (HI-LIMIT). ? 3/8" STUFFING BOX KITS ARE AVAILABLE
3. MOUNTING BRACKET: 8. PANEL NUT

VERTICAL (MOST POPULAR) 9. STEM LENGTH: 13/16" MOST POPULAR

HORIZONTAL (GE/HOBART) 10. STEM FLAT POSITION: TO DETERMINE, TURN
4. MOUNTING DIMENSIONS: CONTROL OFF WITH CAPILLARY OUT THE BOTTOM.

1 3/4" (MOST POPULAR) 11. ELECTRICAL TERMINALS: SCREW OR QUICK

1 5/16" (USE SELF TAPPING SCREWS) CONNECT.
5. CAPILLARY LENGTH 12. ELECTRICAL RATINGS: PILOT DUTY OR RESISTIVE
6. BULB DIAMETER, LENGTH, & FINISH. 13. AUXILIARY SWITCH: YES OR NO ‘

DIAMETERS AVAILABLE: 3/8" , 5/16", 1/4", AND 3/16". 14. DIP SEALED: YES OR NO

FINISH AVAILABLE: NICKEL, TIN-ZINC, PLAIN, COPPER.
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COMMERCIAL ELECTRIC THERMOSTATS

REMANUFACTURED REPLACEMENTS FOR ROBERTSHAW EA, K, KX, KXA, KXP, KA, SA, SJ, SP, & S SERIES

FIG. 1 FIG. 2 FIG. 3 FIG. 4
DESCRIPTION OUTLINE AVAILABLE DIAL
24147  1-10 and OFF
1. Factory o Robertshaw No. 6. Bulb: Diameter, Length, Finish 11. Electric Terminals 24148 100°- 200° and OFF
2. Temperature Range 7. Stutfing Box 12. Electrical Rating 24149  100°-450" and OFF
3. Mounting Bracket 8. Panel Nut 13. Auxiliary Switch 24150  200™-550' and OFF
4. Mounting Dimensions 9. Stem Length 14. Dip Seal 24151 200°400° and OFF
5. Capillary Length 10. Stem Flat Position 24152 60250 and OFF
24153  300%-700° and OFF
REFERENCE F
0.EM. STOCK I DESCRIPTION AVAILABLE
UNI-LINE NUMBER G SEE DESCRIPTION OUTLINE ABOVE DIAL
NUMBERS #
2. 100°F-325°F 6.3/16" x 11 5/8" 10. Down
ALTO-SHAAM 11. Screw
3. VERTICAL 7. No
TT-3329 C2475-021 1 i 12. 25A 24154
5-252-36 4.13/4 8. No 13. No
5. 36" 9. 13/16" 14. No
ALTO-SHAAM 2. MT 210°F 6.3/16" X 11 5/8" 10. Down
TT-3057 11. Screw
. VERTICAL 7.N
Z-87147-36 C2475-022 2 v 12. 25A 24155
Z-90644-36 4.1 3/4" 8. No 13. No
Z-91550-36 5. 36" 9. 13/16" 14. No
APW 2. 100°F-450°F 6. 1/4" X 7" tin zinc 10. Right
60320 11, Screw
3. VERTICAL 7.N
K-396-12 C2475-025 1 i 2 12. 30A 24149
Gi-1110 4.13/4 8. No 13. No
5300-024 5. 48" 9. 13/16" 14. No
APW 2. 100°F-550°F 6. 1/4" X 5 5/16" tin zinc 10. Down
56527 3. VERTICAL 7. No 11. Screw
KA-601-36 C2475-026 - ; 12. 25A 24147
5300-015 i 8. No 13. Yes
5. 36" 9. 13/16" 14. No
APW 2. 100°F-550°F 6. 1/4" X 5 5/16" tinzinc 10. Down
56428 / 56540 11. Screw
. VERTI ;
KA-601-72 C2475-027 |3 |>VERTOAL T S ok 24147
KA'1048"72 4.1 3"4 B NCI 13 YBS
5300-088 5. 72" 9. 13/16" 14. No
ANETS 2. 175F-375°F 6. 5/16" X 8" nickel 10. Up
P8901-70 3. VERTICAL 7.3/8" NPT 11. Screw
KX-286-54 C2475-030 1 e 12. Pilot Duty 50 VA MAX 24159
5300-758 SeT ey 8. No 13. No
5. 60" 9. 13/16" 14. No
ANETS 2. 175'F-375°F 6. 1/4" X 10 1/2" nickel  10. Up
P8901-71 3. VERTICAL 7. 1/4" X 1/4" NPT 11. Screw
KX-287-24 C2475-031 1 = 12. Pilot Duty 50 VA MAX 24159
5300-754 i S 8.No 13. No
5. 24" 9. 13/16" 14. No
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COMMERCIAL ELECTRIC THERMOSTATS

REMANUFACTURED REPLACEMENTS FOR ROBERTSHAW EA, K, KX, KXA, KXP, KA, SA, SJ, SP, & S SERIES

FIG. 1 FIG. 2 FIG. 3 FIG. 4 FIG.5
DESCRIPTION OUTLINE AVAILABLE DIAL
24147 1-10 and OFF
1. Factory or Robertshaw No. 6. Bulb: Diameter, Length, Finish 11. Electric Terminals 24148 100° - 200° and OFF
2. Temperature Range 7. Stuffing Box 12. Electrical Rating 24149 100450 and OFF
3. Mounting Bracket 8. Panel Nut 13. Auxiliary Switch 24150  200°-550° and OFF
4. Mounting Dimensions 9. Stem Length t4. Dip Seal 24151 200"-400° and OFF
5. Capillary Length 10. Stem Flat Position 24152  60°-250° and OFF
24158  300°-700° and OFF
REFERENCE F ;
O.E.M. STOCK ) DESCRIPTION | AvaLABLE
UNI-LINE NUMBER G SEE DESCRIPTION QUTLINE ABOVE : DIAL
NUMBERS # :
2, 100°F-325°F 6.3/16" X 11 5/8" 10. Down
BLICKMAN 3. VERTICAL 7.No LB EaN
MAC-18 C2475-040 1 12. Pilot Duty so vac Max N/A
4.13/4" 8. No 13. No
5. 36" 9. 13/16" 14. No
BLODGETT 2. 140°F-550°F 6.3/16" X 11 5/8" 10. Right
11. Stab to back
3. VERTICAL 7. No
K)?:23?8936 CMTS_MI 1 12. Pilot Duty s0vac max 24150
Rad 4.13/4" 8. No 13. No
5300-763 :
5. 48" 9.13/16" 14. No
2. 140°F-550°F 6. 3/16" X 13" 10. Right
BL?E 5615-” 3. VERTICAL 7. No 11. Stab to back
K-920-36 C2475-042 4 ' 12. 25A 24150
5:;00 1‘97 4.13/4" 8. No 13. No
5. 48" 9. 13/16" 14. No
4 2 N 10. Down
CARTER-HOFEMAN 2. MT 200°F 6. 3/16" X 11 5/8 ot
18600-0010 3. VERTICAL 7. No 3 - 24147
2 1
Z86277-18 C2475-048 g 12. 25A e
ot il 4.13/4 8. No 13. No
5.24" 9. 13/16" 14. No
2. 200°F-375°F 6.5/16" X 9 7/8" 10. Right
BGI At VERTICAL 7.N 11. Gorew
3 . No *
Lbs1A C2475-052 1 12. 30A 24161
SL-145-36 4.13/4" 8. No 13. No
G010 5. 36" 9. 13/16" 14. No
2. MT 375°F 6.3/8" X 5 1/2" nickel  10. Down ]
CECILWARE 11. Screw A .
3. VERTICAL 7.3/8" NPT S
L345A C2475-053 1 12. Pilot Duty sovamax | 24161
KX-359-36 4.13/4" 8. No 13. No ne
5.36" 9.13/16" 14. Yes
DEAN 2. 200°F-400°F 6.3/8" X 5 1/2" nickel  10. Down
11. Screw R
1204 3. VERTICAL 7. 1/4" NPT R
KX-87-96 C2475-060 1 " i 12. Pilot Duty sovamax 24151
4.1 3/4" 8. ; L
KX-404-24 : r 13. No
5. 36" 9. 13/16" 14. No
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COMMERCIAL ELECTRIC THERMOSTATS

REMANUFACTURED REPLACEMENTS FOR ROBERTSHAW EA, K, KX, KXA, KXP, KA, SA, SJ, SP, & S SERIES

FIG. 1 FIG. 2 FIG. 3 FIG. 4 FIG. 5
DESCRIPTION OUTLINE AVAILABLE DIAL
24147 1-10 and OFF
1. Factory or Robertshaw No. 6. Bulb: Diameter, Length, Finish 11. Electric Terminals 24148 100" - 200" and OFF
2. Temperature Range 7. Stuffing Box 12. Electrical Rating 24149 100°-450° and OFF
3. Mounting Bracket B. Panel Nut 13. Auxiliary Switch 24150 200°-550" and OFF
4, Mounting Dimensions 9. Stem Length 14. Dip Seal 24151 200°-400° and OFF
5. Capillary Length 10. Stem Flat Position 24152 60°-250° and OFF
24153 300°-700" and OFF
REFERENCE F
0.EM. STOCK = | DESCRIPTION AVAILABLE
UNI-LINE NUMBER G SEE DESCRIPTION OUTLINE ABOVE DIAL
NUMBERS #
2. Fixed 425°F 6. 3/8" X 5 1/2" 10. N/A
DEAN 11. Screw
3. VERTICAL 7.No
1138 C2475-061 4 12. Pilot Duty
KXL-184-36 4.13/4 8. No 13. No
5. 36" 9. N/A 14. Yes
: : _1/4" 16" 10. Right
o — ==
C2475-065 < : 12. 25A 24147
2173 4.13/4 8. No o
KA-804-48 ,
5. 48" 9. 13/16" 14. No
FRYMASTER 2. 200°F-400°F 6.3/8" X 5 1/2* 10. Down
807-1147 11. Screw
. VERTICAL 7. 1/4"
KX-87-36 C2475-060 |1 |° i 12. Pilot Duty 24151
KX-404-36 4.13/4" 8. No 59
5300-711 5. 36" 9. 13/16" 14. No
2. 200°F-375°F 6.5/16" X 8" 10. Down
11. Screw
3. VERTICAL 7. No
%%EIJSSOD C2475-075 y . 12. 25A 24151
4.13/4 8. No 13. No
5. 96" 9. 13/16" 14. No
GE/HOBART
XNC8X20
XNC8X130 2. 200°F-550°F 6.3/16" X 11 1/2" A
11. Stab
XNC8X131 s 3. HORIZONTAL 7.No e
351422-10 C2475-080 |2 12. 25A 24147
4.11/4" 8. No
351422-5 13. No
351422-4 5.72" 9. 13/16"
343576-5 5300-119 14. No
343576-8  9300-155 s :
K-122-72 5300-159
GE/HOBART 2. 150°F-250°F 6.5/16" X 6 1/8" 10. Down
XNC8X62 5 |3 HORIZONTAL 7.No 11. Screw s
347678-1 T iie o 12. 25A
5300-010 13. No
5. 60" 9.11/2" 14. No
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COMMERCIAL ELECTRIC THERMOSTATS

REMANUFACTURED REPLACEMENTS FOR ROBERTSHAW EA, K, KX, KXA, KXP, KA, SA, SJ, SP, & S SERIES

FIG. 1 FIG. 2 FIG. 3 FIG. 4 FIG. 5
DESCRIPTION OUTLINE AVAILABLE DIAL
24147 1-10 and OFF
1. Factory or Robertshaw No. 6. Bulb: Diameter, Length, Finish 11. Electric Terminals 24148  100° - 200" and OFF
2. Temperature Range 7. Stuffing Box 12. Electrical Rating 24149 100°-450° and OFF
3. Mounting Bracket 8. Panel Nut 13. Auxiliary Switch 24180 200°*-550" and OFF
4. Mounting Dimensions 9. Stem Length 14. Dip Seal 24151  200-400" and OFF
5. Caplllary Length 10. Stem Flat Position 24152  60°-250° and OFF
24158  300°-700° and OFF
REFERENCE F
0.EM. STOCK I DESCRIPTION AVAILABLE
UNI-LINE NUMBER G SEE DESCRIPTION OUTLINE ABOVE DIAL
NUMBERS #
GE/HOBART 2. 200°F-400°F 6.3/16" X 6 1/2" 10. Right
11. Screw
3. HORIZONTAL 7. No
Xaficz;g; : 129 C2475-082 5 12. Pilot Duty sovamax 24151
8- 4.11/8 8. No e
5300-727 ;
5. 24" 9.17/16" 14. No
GE/HOBART 10. Right
XNC8X078 2. 200°F-400°F 6.3/16" X 6 1/2" nickel |\ o
XNX8X010 3. HORIZONTAL 7. No '
XNC8X064 C2475-084 2 12. Pilot Duty sovamax 24151
3491 38‘1 4. 1 1)’4" 8. No
352492-1 5. 24" 9. 15/16" Tocem
KXP-316-24 14. No
5300-729
GE/HOBART 2. 200°F-400°F 6. 3/16" X 6 1/2" nickel 10. Down
XNC8X092 3. VERTICAL 7.N 11. Screw
347182-2 C2475-085 1 o 12. 30A 24151
S-142-24 4.13/4 8. No 13. No
5300-016 5.24" 9.17/8" 14. No
GE/HOBART 2. 200°F-400°F 6. 3/16" X 6 1/2" nickel 10. Right
XNC8X081 3. HORIZONTAL 7. No 11. Screw
342228-1 C2475-086 5 . 12. 30A 24151
SA-55-24 4.11/4 8.No 13. Yes
5300-152 5. 24" 9. 13/16" 14. No
GE/HOBART 2. 200°F-400°F 6.3/16" X 6 1/2*nickel 10. Right
XNC8X093 3. HORIZONTAL 7.N 11. Screw 5
347312-1 C2475-087 E g 12. 30A 24151
SP-154-14 / SP354-14 4.11/4 8. No 13. No
5300-147 5.24" 9. 13/16" 14. No
GE/HOBART 2. 100°F-450°F 6.3/16" X 11 1/2" 10. Up
XNC8X068 3. HORIZONTAL 7. No 11. Screw
XNC8X086 C2475-088 | 2 . 12. 30A
342027-1 TR T i o0 13. No
342027-2 5. 36" 9.13/16" 14. No




COMMERCIAL ELECTRIC THERMOSTATS

REMANUFACTURED REPLACEMENTS FOR ROBERTSHAW EA, K, KX, KXA, KXP, KA, SA, SJ, SP, & S SERIES

FIG. FIG. 5



COMMERCIAL ELECTRIC THERMOSTATS

REMANUFACTURED REPLACEMENTS FOR ROBERTSHAW EA, K, KX, KXA, KXP, KA, SA, SJ, SP, & S SERIES

FIG. 1 FIG. 4 FIG. 5
REFERENCE F
0.EM. STOCK | DESCRIPTION AVAILABLE
UNI-LINE NUMBER |G SEE DESCRIPTION OUTLINE ABOVE DIAL
NUMBERS #
GE/HOBART 2. 175°F-550°F 6.3/16" X 11 1/2"tnzinc 10. Down
119012P001 11. Stab
3. VERTICAL 7.N
347961-1 C2475-096 | 1 _ 5 12. Pilot Duty sovawax | 24150
KX-288-72 4.134 8.No 13. No
5300-070 5. 72" 9. 13/16" 14. No
GE/HOBART 2. 200°F-500°F 6. 3/16" X 11 1/2*inzinc 10. Up
XNC8X074 3. HORIZONTAL 7.N 11. Screw
342027-3 C2475-098 2 ’ 2. 30A 24150
S-52-36 4.11/4 8. No 13. No
5300-151 5. 36" 9. 13/16" 14. No
GROEN 2. 100°F-290°F 6. Corkscrew Coil 10. Down
9730 . 11. Screw
3. VERTICAL 7.3/8" NPT
12313 C2475-110 1 g 12. 25A 24147
K-153-48 4.11/8 8. No 13. No
5300-080 5. 54* 9. 13/16" 14. Yes
GROEN 2. 100°F-450°F 6.3/16" X 13" 10. Down
11. Screw
41700 3. VERTICAL 7.No
13482 C2475-111 1 : 12. Pilot Duty 50 vA max 24149
KX-307-36 4198 8. No 13. No
5. 48" 9.13/16" 14. Yes
GROEN 2. 200°F-400°F 6. 5/16" X 7 9/16" 10. Down
11. Screw
3. VERTICAL 7.N
S-ﬁ 14'3?48 C2475-112 1 3 12. 30 AMP 24149
5300-643 s 8.No 13. No
5. 48" 9. 13/16" 14. No
GROEN 2. Fixed 425°F 6. 3/16" X 11 5/8" 10. N/A
13481 4 |3 VERTICAL 7. No g :
- C2475-113 12. Pilot Duty sovamax | . N/A
KXL 4,1 3/4" 8. No 13. No s
5. 24" 9. N/A 14. No '
R RN i 2. 200°F-400°F 6. 5/16" X 5 5/8"nickel 10. Down
11. Quick Connect
3. VERTICAL 7.3/8" NPT
1008 C2475-130 1 12. Pilot Duty sovawx
KX-161-24 i | |41 94 8. No 15, No
; : 5. 24" 9. 13/16" 14. No
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COMMERCIAL ELECTRIC THERMOSTATS

REMANUFACTURED REPLACEMENTS FOR ROBERTSHAW EA, K, KX, KXA, KXP, KA, SA, SJ, SP, & S SERIES

FIG. 1 FIG. 2 FIG. 3 FIG. 4 FIG.5
_DESCRIPTION OUTLINE AVAILABLE DIAL
24147 1-10 and OFF
1. Factory or Robertshaw No. 6. Bulb: Diameter, Length, Finish 11. Electric Terminals 24148 100° - 200° and OFF
2. Temperature Range 7. Stuffing Box 12. Electrical Rating 24149 100%-450° and OFF
3. Mounting Bracket 8. Panel Nut 13. Auxiliary Switch 24150 200°-550° and OFF
4. Mounting Dimensions 9. Stem Length 14. Dip Seal 24151  200°-400° and OFF
5. Capillary Length 10. Stem Flat Position 24152 60°250" and OFF
24153  300°-700° and OFF
GEM. . |0 STIOCK - g | . DESCRIPTION AVAILABLE
~ UNKLNE | NUMBER |G|  SEE DESCRIPTION OUTLINE ABOVE DIAL
___ NUMBERS SR AL e e e
e . 390°F-4 . 3/8" X "ni 10.D s
HENNY PENNY e . 2. 390°F-450°F 6. 3/8" X 3 11/16"nickel o 52::,:, :
3. VERTICAL 7. 1/4" NPT ;
s CC2475-131 |1 12. 25A
K-785-36 e el 4.13/4" 8. No 15166
5300-026 : e :
5. 36" 9. 13/16" 14. No
KEATING 2. 245'F-375F 6.5/16" X 9 7/8" 10. Left
P15171L 002574 e 11. Stab to back
. . VERTICA . 5/16" X 1/4" NPT : :
04166 | EA3-133- c2475-135 |1 [° L 7.5/16" X 1/4"N s iy
H00348H 30 ; 4.15/16" 8. No 13. No i
5300-112 | K-596-24 5. 36" 9.13/16" 14. No
KEAT'NG - - 2. 250°F-400°F 6.5/16" X 97/8" 10. Left
HO00355H S L 3. VERTICAL 7.No 11. Stab S
002581 - C2475-137 : 4.15/16" 2 12. Pilot Duty 50 va max 24151
KX-216-30 e g : s 13.No
5. 36" 9. 13/16" 14. Yes
MARKET FORGE et 2. 100°F-450°F 6. 3/16" X 11 1/2"nickel 10. Down
10-6276 e 11. Stab
. 3. VERTICAL 7 s
K-475-36 C2475-141 1 o 12. 25A 24149
5300-618 : 4,13/4" 8. No 13 N
. NO
5300-117 5. 36" 9. 7/8" ey
MARKET FORGE | = : 2. 150°F-500°F 6. 3/16" X 111/2"tinzinc :? [()}O"N:C 3
10-4714 e - 3. VERTICAL 7. No < SUIE LGN
KX-229-48 i (:2,4__ ‘75..142_. 1 e ik 12. Pilot Duty sovamax |~ 24150
5300-717 el : P 13. No
5. 60" 9. 13/16" 14. No
_ D00F- 316" " 10. D
MONTAGUE 2. 200°F-500°F 6.3/16" X 11 5/8 Suwn
3499-1 4 |3 VERTICAL 7. No 1. Do i
12. 30A 24150
K-632-36 4.13/4" 8. No
< 13. No
5. 36" 9. 13/16" 14. No
— 2. 175'F-550°F 6. 3/8" X 3 3/4" 10. Down
E 11. Screw g :
3. VERTICAL 7. No : s b o
4020 1 : 12. 30A 24150
K-732-18 4.13/4 8. No 1% Mo o
5. 60" 9. 13/16" 14. No




COMMERCIAL ELECTRIC THERMOSTATS

REMANUFACTURED REPLACEMENTS FOR ROBERTSHAW EA, K, KX, KXA, KXP, KA, SA, SJ, SP, & S SERIES

FIG. 1 FIG. 2 FIG. 3 FIG. 4 FIG. 5
DESCRIPTION OUTLINE AVAILABLE DIAL
24147 1-10 and OFF
1. Factory or Robertshaw No. 6. Bulb: Diameter, Length, Finish 11. Electric Terminals 24148  100° - 200° and OFF
2. Temperature Range 7. Stuffing Box 12. Electrical Rating 24149 100°-450° and OFF
3. Mounting Bracket 8. Panel Nut 13. Auxiliary Switch 24150 200°-550° and OFF

4. Mounting Dimensions
5. Capillary Length

9. Stem Length
10. Stem Flat Position

14, Dip Seal

24151
24152
24158

200°-400°" and OFF
60°-250° and OFF
300°-700° and OFF

REFERENCE F
O.E.M. STOCK I DESCRIPTION AVAILABLE
UNI-LINE NUMBER G SEE DESCRIPTION OUTLINE ABOVE DIAL
NUMBERS #
PITCO 2. 200°F-400°F 6.3/8" X 5 1/2" nickel 10. Down
P504-7587 4 11. Screw
3. VERTICAL 7. 1/4" NPT
EA3-4436 C2475-150 1 12. 25A 24151
K-71-36 4134 8. No 13. No
5300-100 5. 36" 9.1316" 14, No
PITCO 2. 250°F-400°F 6. 5/16" X 8" nickel 10. Down
P504-7211 . 11. Screw
P504-7586 CuTsiEL |1 TR i V2 Bilct Duigianee | 24181
P504-7585 4.134" 8. No bt
PITCO 2. 200°F-375°F 6.3/8" X5 1/4" 10. Left
11. Stab to back
. VERTICAL 7. 1/4" NPT
P504-7589 C2475-153 1P G 12. Pilot Duty sovamax 24151
KX-166-60 4.1 34" 8. No e
5. 60 9. 13/16" 14. No
. Fi ¥ .5/16" X 7 9/16" 10. N/A
EN—— 2. Fixed 375°F 6.5/16" X 7 9/16 il
- . VERT 7.N :
4-03-0157A C2475-165 4 3. VERTICAL o 12. 95A N/A
K-915-10 4.1 14" 8. No 18. No
5300-091 :
5. 48" 9. N/A 14. No
; . . 10.D
SAVORY 2. 250°F-550°F 6. 3/16" X 16 1/8" steel % Sgr::
3. VERTICAL 7. N :
e C2475-170 | 1 5 12. 25A 24147
-128-18 4.13/4" 8. No 5.0
5300-142 -No
5. 30" 9.13/16" 14. No
2. 175°F-460°F 6. 3/16" X 11 5/8" 10. Down
SECO 11. Screw
3. VERTICAL 7.N
623 C475-172 |1 i v 12. 30A NA
0349950 4194 8. No gt
5. 36" 9. 13/16" 14. No
SOUTHBEND 2. 175°F-550°F 6. 3/16" X 13" steel :? :Lgrz:v
1161452 3. VERTICAL 7. No :
KX-257-36 C2475-175 1 1 4" 8.N 12. Pilot Duty sova max 24150
5300-735 % -No 13. No
5. 60" 9. 1" 14. No
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COMMERCIAL ELECTRIC THERMOSTATS

OBERTSHAW EA, K, KX, KXA, KXP, KA, SA, SJ, SP, & S SERIES

REMANUFACTURED REPLACEMENTS FORR

FIG. 1 FIG. 2 FIG. 3 FIG. 4
DESCRIPTION OUTLINE AVAILABLE DIAL
4147 1-10 and OFF
1. Factory or Robertshaw No. 6. Bulb: Diameter, Length, Finish 11. Electric Terminals 4148 100° - 200° and OFF
2. Temperature Range 7. Stuffing Box 12. Electrical Rating 4149  100°-450° and OFF
3. Mounting Bracket 8. Panel Nut 13. Auxiliary Switch 4150 200°-550° and OFF
4. Mounting Dimensions 9. Stem Length 14. Dip Seal 4151 200°-400° and OFF
5. Capillary Length 10. Stem Flat Position 4152 60°-250" and OFF
4153  300°-700° and OFF
| nsscanmou AVAILABLE
: mmmamemw " DIAL
2. 200°F-400°F 6. 3]8" X5 112' nickel 10 Down
3. VERTICAL 7. No 11. Screw g
: 12.30A - 4151
S-112-60 4.11/8 8. No 13. No o
5300-398 5. 36" 9.1 14. No
STAR sy 2. 200°F-400°F 6. 5/16" X 8" nickel 10. Up
Y1851 e 3. VERTICAL 7. 3/8" NPT 11. Screw :
KX-132-30 e C2475-181 e " 12. Pilot Duty 50 vamax 24151
i o o .11/8" 8.
5300-737 e ° 13. No
- 5. 60" g-1" 14. No
STAR L 2. 200°F-400°F 6.3/8" X 5 1/2" nickel  10. Down
ORR L ‘ 11. Stab
Y2647 247 _ 3. VERTICAL 7.3/8" NPT :
KX-202-18 - 75-182 12. Pilot Duty 50 vamax 24151
T T 4.11/8" 8. No N
5300-731 e 13. No
5. 48" 9.1" 14. No
STAR sl e 2. 150°F-450°F 6.3/8" X 37/8" tinzinc 10.Up
Y2313 b 02 47518 3. VERTICAL 7. No 11. Screw
SA-179-24 g 75-183 i " 12. 30A 24149
5300-174 S . A 8 . No 13. Yes
5. 48" 9.1 14. No
2. 200°F-400°F 6.3/8" X 5 1/2" nickel  10. Left
b 3. VERTICAL 7.3/8" NPT 11, Screw
Y2292 . 12. 30A 24151
SA-176-12 4.11/8 8. No 13. Yes
5. 48" 9.1" 14. No
2. 200°F-400°F 6.3/8" X 5 1/2" nickel  10. Down
STAR 3. VERTICAL 7.3/8" NPT 11. Screw
Y1646 i 12. 30A 24151
4.13/4 8. No 13. No : ;
5. 60" 9. 13/16" 14. No
TOASTMASTER 2. 150°F-200°F 6. 1/4" X 13 1/8" 10. Down
E336A8713 3. VERTICAL 7. No 11. Screw ::
K-30-36 = 12. 25A 24148
5300-143 4.13/4 8. No —
5. 36" 9.13/16" 14. No
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COMMERCIAL ELECTRIC THERMOSTATS

REMANUFACTURED REPLACEMENTS FOR ROBERTSHAW EA, K, KX, KXA, KXP, KA, SA, SJ, SP, & S SERIES

FIG. 1 FIG. 2 FIG. 3 FIG. 4 FIG. 5
DESCRIPTION OUTLINE AVAILABLE DIAL
24147 1-10 and OFF
1. Factory or Robertshaw No. 6. Bulb: Diameter, Length, Finish 11. Electric Terminals 24148 100° - 200° and OFF
2. Temperature Range 7. Stuffing Box 12. Electrical Rating 24149 100°-450° and OFF
3. Mounting Bracket 8. Panel Nut 13. Auxiliary Switch 24150 200°-550° and OFF
4. Mounting Dimensions 9. Stem Length 14. Dip Seal 24151 200°-400° and OFF
5. Capillary Length 10. Stem Flat Position 24152 60°-250° and OFF
24158  300°-700° and OFF
—REFERENGE , - o = , - - s e
.. OEM. - STOCK |1 DESCRIPTION  |AVALABLE
___ NUMBERS - : # : e S
TOASTMASTER S g 2. 150°F-450°F 6.3/16" X 11 1/2"tin  10. Down
i e ' 3. VERTICAL 7.No e il
0705A8739 ; -
2662A8701 C2475-191 L s ey 12. 30A 24149
5-100-48/ S-211-48 : i i 13. No
5300-205 5. 48" 9. 15/16" 14. No
> o “ni 10. Down
TOASTMASTER S 2. 200°F-400°F 6. 3/8" X 5 1/8"nickel
30044242 : : 3. VERTICAL 7.No e i
. C2475-192 |3 12. 30A 24151
SJ-34624 ] 4.1 3/4" 8. No 13 Yes it
5300-212 ;
5. 36" 9. 13/16" 14. No
TOASTMASTER i : 2. 200°F-400°F 6. 3/8" X 5 1/2" nickel :? 22:;:: _ :
1421B8703 : : 3. VERTICAL 7. No !
S-224-24 C2475193 | 1| . i 12,304 24151
5300-014 T 13. No >
5.38" 9.13/16" 14. No
TOASTMASTER ; : _ 2. FIXED 425°F 6.3/8" X 5 1/2"'nickel  10. N/A
1429A8725 : 11. Screw
. VE 7.N
1429A8726 C2475-194 | a |2 VERTIOA y 12. 25A - NA
EA3-161-24 4.13/4" 8. No 13. No
K-111-24 5.36" 9. N/A 14. No
TOASTMASTER S 2. 100°F-450°F 6. 1/4" X 7" tin 1? gtc)zr:v
T7A2586 : . : 3. VERTICAL 7. No :
5300-204 T ' : J 13. No
5. 48" 9. 13/16" 14. No
US RANGE 2. 175°F-500°F 6.3/16" X 13" 10. Down
227025-SK 3. VERTICAL 7. No 11. S_crew
KXA-177-36 12. Pilot Duty 50 va max
5300-771 o 4.134 8.No 13. YES
REVERSE ROTATION 5. 48" 9.13/16" 14. No
VULCAN-HART 2. 175°F-550°F 6. 3/16" X 13" tin zinc 10. Down
24146-2 3. VERTICAL 7.No i cugad
111506-2 / 411506-2 : 12. 25A
K-44-60 4.13/4 8. No 13. No
5300-011,121,023 5. 60" 9. 13/16" 14. No
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COMMERCIAL ELECTRIC THERMOSTATS

REMANUFACTURED REPLACEMENTS FOR ROBERTSHAW EA, K, KX, KXA, KXP, KA, SA, SJ, SP, & S SERIES

FIG. 1 FIG. 2 FIG. 3 FIG. 4 FIG.5
DESCRIPTION OUTLINE AVAILABLE DIAL
24147  1-10 and OFF
1. Factory or Robertshaw No. 6. Bulb: Diameter, Length, Finish 11, Electric Terminals 24148 100" - 200° and OFF
2. Temperature Range 7. Stuffing Box 12, Electrical Rating 24149 100°-450° and OFF
3. Mounting Bracket 8. Panel Nut 13. Auxiliary Switch 24150 200°-550° and OFF
4. Mounting Dimensions 9. Stem Length 14. Dip Seal 24151  200°-400° and OFF
5. Capillary Length 10. Stem Flat Position 24152  60°-250° and OFF
24153  300%-700° and OFF
REFERENCE F
0.EM. STOCK I DESCRIPTION AVAILABLE
UNI-LINE NUMBER G SEE DESCRIPTION OUTLINE ABOVE DIAL
NUMBERS #
VULCAN-HART 2. 175°F-550°F 6. 3/16" X 13" steel 10. Down
24146-2 11. Screw
3. VERTICAL 7. No
111506-3 C2475-212 1 . 12. Pilot Duty sovamax 24150
KX-93-60 4.13/4 8. No 13. No
KX-122-60 / 5300-714 5. 60" 9. 13/16" 14. No
VULCAN-HART 2. 200°F-400°F 6. 1/4" X 10 1/2" 10. Left
11. Screw
110687-1 / 411506-9 3. VERTICAL 7.3/8" NPT
KX-65-48 / 111506-9 C2475-213 1 b 12. Pilot Duty so va max 24151
5300714 4.13/4 8. No 13. No
5. 60" 9. 13/16" 14. Yes
VULCAN-HART 2. 200°F-400°F 6. 3/8" X 5 1/2"nickel  10. Down
11. Screw
111506-8 3. VERTICAL 7.3/8" NPT
411506-8 C2475-214 1 : > 12. Pilot Duty 24151
KX-396-24 e : it 8. No 13. No
5.24" 9. 13/16" 14. Yes
VULCAN-HART 2. 200°F-400°F 6. 5/16" X 8 1/16"nickel 10. Down
24145-20 11. Screw
3. VERTICAL 7.No
114880-1 / 414880-1 C2475-215 |1 . 12. 25A 24151
K-250-96 4.134 8. No 13. No
5300-029 : 5. 96" 9. 13/16" 14. No
108659-1 / 111506-10 3. VERTICAL 7. No 11. Quick Connect
KX-35-18 / 411506-10 C2475-216 1 ; 12. Pilot Duty sova max 24151
5300-701 bl 8. No 12. No
5. 48" 9. 13/16" 14. Yes
VULCAN-HART 2. 300°F-700°F 6. 3/16" X 13" 10. Down
111506-1 / 411506-1 3. VERTICAL 7.N 11. Screw
SJ-170-36 C2475-217 ? / i 12. 30A 24158
5300-500 4.13/4 8. No 58 Vn
5. 48" 9. 13/16" 14. No

27




COMMERCIAL ELECTRIC THERMOSTATS

REMANUFACTURED REPLACEMENTS FOR ROBERTSHAW EA, K, KX KXA KXP KA SA SJ SP, & S SERIES

FIG. 1 FIG. 2 FIG. 3 FIG. 4 FIG. 5
DESCRIPTION OUTLINE AVAILABLE DIAL
24147 1-10 and OFF
1. Factory or Robertshaw No. 6. Bulb: Diameter, Length, Finish 11. Electric Terminals 24148 100" - 200° and OFF
2. Temperature Range 7. Stuffing Box 12. Electrical Rating 24148  100-450° and OFF
3. Mounting Bracket 8. Panel Nut 13. Auxiliary Switch 24150  200°-550° and OFF
4. Mounting Dimensions 9. Stem Length 14. Dip Seal 24151  200°-400" and OFF
5. Capillary Length 10. Stem Flat Position 24152  80°-250° and OFF
24158 300°-700° and OFF
REFERENCE F
0.E.M. STOCK | DESCRIPTION AVAILABLE
UNI-LINE NUMBER G SEE DESCRIPTION OUTLINE ABOVE DIAL
NUMBERS #
WELLS 2. 60°F-250°F 6.3/8" X 51/2" 10. Down
50034 11. Screw
3. VERTICAL 7. No
KA-331-24 C2475-220 3 3 12. 30A 24170
KA-331-14 4.134 8. Yes 13. Yes
5300-602 5. 36" 9. 13/16" 14. No
WELLS 2. 100°F-200°F 6.5/16" X 8 1/2" 10. Left
50290 11. Screw
3. VERTICAL 7. No
55984 C2475-221 3 12. 25A 24170
KA-134-72 4.13/4 8. Yes 13. Yes
5300-149 5. 72" 9. 13/16" 14. No
WELLS 2. 100°F-450°F 6.3/16" X 11 1/2° 10. Down
50257 11. Screw
3. VERTICAL 7. No p
SJ-157-36 C2475-222 3 . 12. 30A 241m
SA-157-36 4.134 8. No 13. Yes
5300-146 5. 36" 9.13/16" 14. No
WELLS 2. FIXED 475°F 6. 5/16 X 8" nickel 10. N/A
F3018 3. VERTICAL 7. No 11. Screw
50173 C2475-223 4 12. 25A N/A
K-429-24 4.134 8. Yes 13. No
5300-164 5. 36" 9. N/A 14. No
WELLS 2. 200°F-375°F 6.3/8" X5 1/2" 10.Up
11. Screw
50171 3. VERTICAL 7. No
K-511-20 C2475-224 1 e - 12. 25A 2172
. . 1788
5300-107 13.No
5. 36" 9. 13/16" 14. No
WELLS 2. 200°F-375°F 6.3/8" X 5 1/2° 10. Left
F1901 11. Screw
3. VERTICAL 7. No
50133 C2475-225 3 12. 30A 24172
SJ-152-18 4.134 8. Yes 13. Yes
SJ-343-20 / 5300-153 5. 36" 9. 13/16" 14. No
WELLS 2. 300°F-375°F 6. 1/4" X 8 1/2" 10. Up
11. Screw
55510 3. VERTICAL 7. No
SP-295-24 C2475'226 1 . - 12. 30A 24172
. » . 168
SP-715-24 13.No
5.24" 9. 13/16" 14. No
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COMMERCIAL ELECTRIC THERMOSTATS

REMANUFACTURED REPLACEMENTS FOR ROBERTSHAW EA, K, KX, KXA, KXP, KA, SA, 8J, SP, & S SERIES

o

FIG. 1 FIG. 2 FIG. 3 FIG. 4 FIG.5
DESCRIPTION OUTLINE e - OFFAVMLABLE DIAL
- al
1. Factory or Robertshaw No. 6. Bulb: Diameter, Length, Finish 11. Electric Terminals 24148 100° - 200° and OFF
2. Temperature Range 7. Stuffing Box 12. Electrical Rating 24149 100™-450° and OFF
3. Mounting Bracket 8. Panel Nut 13. Auxiliary Switch 24150 200°-550° and OFF
4. Mounting Dimensions 9. Stem Length 14. Dip Seal 24151 200°-400° and OFF
5. Capillary Length 10. Stem Flat Position 24152 60°-250° and OFF
24153 300°-700° and OFF
REFERENCE F
0.EM. STOCK | DESCRIPTION AVAILABLE
uul-u::s NUMBER ('3 SEE DESCRIPTION OUTLINE ABOVE DIAL
NUMB
2. 60°F-250°F 6. 3/8" X 5" nickel 10. Down
WELLS 11, Screw
: 3. VERTICAL 7. No ‘
58936 C2475-227 1 12. 30A 24170
K-914-36 4.13/4" 8. Yes
13. No
5. 36" 9. 13/16" 14. No
WOLF 2. 100°F-450°F 6.3/16" X 11 1/2" 10. Down
13835/ 13444 11. Quick Connect
3. VERTICAL 7. No
13791 C2475-230 3 y 12. Pilot Duty 50 vAmax 24149
KXA-200-24 4.13/4 8. No 13. Yes
5300-748 5. 24" 9. 13/16" 14. No
WOLF 2. 175°F-550°F 6.3/16" X 13"tnzinc  10. Down
18161/ 18224 11. Stab to back
3. VERTICAL 7. No
KX-13-36 C2475-231 1 12. Pilot Duty sovamax 24173
5300-716 4.134 8.No 13. No
REVERSE ROTATION 5. 48" 9.1 1/4* 14. No
2. 100°F-450°F 6. 3/16" X 11 1/2"in zinc 10. Down
WOLF 11. Screw
3. VERTICAL 7.N -
13897 C2475-232 1 : ’ 12. 20A 24149
B-10 4.13/4 8. No 13. No
5.24" 9. 13/16" 14. Yes
WOLF 2. 100°F-450°F 6. 3/16" X 11 1/2"tin zinc 10. Down
13897 3. VERTICAL 7.No 11. Stab
KX-137-24 C2475-233 |1 : 12. Pilot Duty sovamax | - 24149
BS00-716 4.13/4 8. No 18, No
5. 24" 9. 13/16" 14. No
WOLF 2. 300°F-700°F 6.3/16" X 12 1/4" 10. Down
111506-4 - 3. VERTICAL 7. No 11. Stab
KXP-263-36 C2475-234 1 : 12. Pilot Duty sova max 24158
5300-746 5T 8. No 13. No
5. 36" 9. 13/16" 14. No
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ELECTRIC THERMOSTATS

REMANUFACTURED REPLACEMENTS FOR ROBERTSHAW EA, K & S SERIES

ORDER GUIDE FOR KITS

11. ELECTRICAL TERMINALS
SCREW OR QUICK CONNECT
/ \ 1 13. AUXILIARY
| — SWITCH
| 4. MOUNTING DIMENSION
S ’/ 6. BULB DIAMETER,
5 EToRy LENGTH, AND FINISH
G e 3. MOUNTING
BRACKET
9. STEMLENGTH 10. STEM FLAT

/ . : ; : e @
NUMBER TEIRCS S

7. STUFFING
BOX

5. CAPILLARY
L J LENGTH 8. PANEL NUT
1. FACTORY MODEL OR O.E.M. PART NUMBER. 7. STUFFING BOX 3/8" OR 1/4" PIPE.
2. TEMPERATURE RANGE OR FIXED (HI-LIMIT). 3/8* STUFFING BOX KITS ARE AVAILABLE
3. MOUNTING BRACKET: 8. PANEL NUT
VERTICAL (MOST POPULAR) 9. STEM LENGTH: 13/16" MOST POPULAR
HORIZONTAL (GEHOBART) 10. STEM FLAT POSITION: TO DETERMINE, TURN
4. MOUNTING DIMENSIONS: CONTROL OFF WITH CAPILLARY OUT THE BOTTOM.
1 3/4" (MOST POPULAR) 11. ELECTRICAL TERMINALS: SCREW OR QUICK
1 516" (USE SELF TAPPING SCREWS) CONNECT.
5. CAPILLARY LENGTH 12. ELECTRICAL RATINGS: PILOT DUTY OR RESISTIVE
6. BULB DIAMETER, LENGTH, & FINISH. 13. AUXILIARY SWITCH: YES OR NO
DIAMETERS AVAILABLE: 3/8" , 516", 1/§", AND 316", 14. DIP SEALED: YES OR NO
FINISH AVAILABLE: NICKEL, TIN-ZINC, PLAIN, COPPER.
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COMMERCIAL ELECTRIC THERMOSTATS

POPULAR REMANUFACTURED "K" SERIES THERMOSTATS
FOR CUSTOM MANUFACTURED EQUIPMENT

- HAS POSITIVE OFF FEATURE
- SCREW TERMINALS
- MAX. ELECTRICAL RATING 25A at 250 VAC
- STEM LENGTH 13/16"
- STEM FLAT POSITION "DOWN®
- MGUNTlNG DIMENSIONS 1 3/4" OR 1 5/16"
- INCLUDES DIAL
"STOCK | TEMPERATURE |CAPILLARY| “BULB
' NUMBER ' RANGE LENGTH |  LENGTH g
- C2475-001 60°-250°F 36" 3/8" X 4 1/2" HAS Waég;UFF'NG
. C475-019 60°-250°F 60" 3/16" X 15"
 C2475-003 100°-200°F 60" 3/8" X 4 1/2" HAD 3’8ég;UFF'NG
C2475-005 100°-450°F 60" 3/16" X 11"
- CUT5007 175%-550°F 60" 14" X 7°
C2475-008 175%550°F 60" 3/8" X 3 3/4"

- 5 : e STEEL BULB
Cu75-018 175-550°F 60 3/16" X 13 o
C2475-013 300°-650°F 60" 3/16" X 13"

: ; ; 4 HAS 1/4" STUFFING
C2475-015 200°-400°F 48 3/8" X 5 1/2 oot st
C2475-016 100°-550°F 72" 14" X 5 1/2" USED ON BBQ PITS
NOTES
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